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This operating instructions contains safety information that if ignored can endanger life or result 
in serious injury. 

Read these instructions carefully before use and keep them for future reference.
The original instruction is in Italian. All non-Italian instructions are translations of the original
instruction.

Information and specifications on this manual could be uncorrect or could have printing errors.
Specifications are subject to change without notice.
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Danger! 
Indicates a hazardous situation which, if not avoided, will result in death or serious injury.

Warning! 
Indicates a hazardous situation which, if not avoided, could result in death or serious injury.

Important - A practice not related to personal injury or additional information.

⎘ Cross reference - An instance which refers to related information elsewhere in the same 
document

GENERAL SAFETY GUIDELINES
Operating, installing, or maintaining the unit in any way that is not covered in this manual could 
cause death, serious personal injury, or damage to the equipment.

This manual use the following safety message icon: ICON

Use after a proper installation.

Use the device in accordance with the data and specifications printed on the label.

Do not modify or use in a manner inconsistent with the provisions of the operating manual.

When installing always observe national regulations.

Manufacturer is not liable for any unauthorized use or misuse of this product that may 
cause injury, damage to persons or materials.

Device must be accessible at all times for both operating and servicing. Access must 
not be obstructed in any way.

Pump and accessories must be serviced and repaired by qualified and authorized 
personnel only.

PURPOSE OF USE AND 
SAFETY
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BT CEL-2IN

INTRODUCTION

BT CEL-2IN is a GSM Modem.
2 digital input: when a contact opens, modem sends SMS alarm message.

Requirements: 
• SIM card (place it in its slot as in Fig. 1);
• network coverage.

FEATURES Power supply............................................... 230 VAC (180-270 VAC)
Environment temperature............................ 10 - 45°C (32 - 113°F)
Transportation and storage temperature...... 10 - 50°C (32 - 122°F)
Protection degree........................................ IP 65
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Connection POWER SUPPLY DISCONNECTION
Disconnect power supply before you perform any installation or 
maintenance tasks. Failure to disconnect power will result in serious 
physical injury.

This procedure SHOULD BE CARRIED OUT BY AUTHORIZED AND 
QUALIFIED PERSONNEL.

Required:
- cross section screwdriver.

Fig. 1.	 BT CEL 2 IN connection

INPUT 1: GND - A
INPUT 2: GND - B
(GND is common)

SMS Alarm operates when contact mode switches from N.C. to N.O.

230VAC version*
L (Phase)
N (Neutral)

12 / 24VDC version*
L (+)
N (-)

* Verify model with instrument side label

L   N

A
B

GND

CONNECTOR

SIM
HOLDER

ANTENNA
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COMMAND COMMAND EXPLANATION / ACTION RECEIVED  MESSAGE

INFO

“BTCEL” automatically sends an 
SMS message to all stored numbers if 
pumps status changes.

Information on pumps status.

CHECK PUMP 1 
[check pump 1 status]

CHECK PUMP 2 
[check pump 2 status]

or

CHECK PUMP 1 AND 2
[check both pumps]

or

PUMP 1 AND 2 OK 
[both pumps are still 
working]

ADD ME Add up to 6 user phone numbers. USER ADDED

DEL ME Remove  sender phone number. USER DELETED

DEL 
+xxxxxxxxxxxx

Remove stored phone number. E.g.: DEL 
+393337406144.
Phone number format must be internatio-
nal.

USER DELETED

LIST
User receives an SMS message 
containing all “BT CEL” stored phone 
numbers.

STORED: +xxxxxxxxxxxxxx 
+xxxxxxxxxxxxxx 
+xxxxxxxxxxxx

The “BT CEL” can be send warning / status SMS messages to a user phone 
number. In order to activate this service please ensure that the following steps are 
correctly completed:

- Make certain the antenna location is not shielded by metal objects or near sources
of electrical ‘noise’.
-  Make certain the distance from the antenna to the “BT CEL” unit is within cable length.
- Do not route the cable where it could be pinched in doors, windows etc.
- Secure the antenna cable.
- Ensure that SIM into “BT CEL” modem is correctly inserted, activated and within
operator range.

From a mobile phone, user can send commands to “BT CEL” in order to obtain 
system status. Message must be sent as an SMS (short message service). No special 
symbols are allowed. 

If message has not been recognized or it contains errors a “SYNTAX 
ERROR” message will be received.

GSM modem 
commands
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Installation 
scheme
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Dimensions
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PRECAUTIONS RELATING TO DIRECTIVES, REGULATIONS AND STANDARDS 

§ CE/EU and UKCA marking 
We guarantee that this product meets the essential requirements of the applicable Directives and Regulations based 
on the following specifications. Please carefully consider the following specifications for use of the product in 
European Union member countries and the United Kingdom. 

• CE/EU harmonized directives and standards

Directives 
DIRECTIVE 2014/53/EU 
DIRECTIVE 2011/65/EU 
DELEGATED DIRECTIVE (EU) 2015/863 

Harmonized standards 
EN ISO 12100 
EN 300328 V2.1.1 
EN 301489-1 V2.2.0 
EN 301489-17 V3.2.0 
EN 62311 
EN 60950-1 
EN IEC 63000 

• UKCA harmonized regulations and standards

Regulations 
2017 No. 1206 
2012 No. 3032 

Harmonized standards 
BS EN ISO 12100  
BS EN 300328 V2.1.1 
BS EN 301489-1 V2.2.0 
BS EN 301489-17 V3.2.0 
BS EN 62311 
BS EN 60950-1 
BS EN IEC 63000 







Disposal of end-of-life equipment by users

This symbol warns you not to dispose of the product with normal waste. Respect human 
health and the environment by giving the discarded equipment to a designated collection 
center for the recycling of electronic and electrical equipment. For more information visit the 
online site.

When dismantling a pump please separate material types and send them according to local 
recycling disposal requirements. We appreciate your efforts in supporting your local Recycle 
Environmental Program. Working together we’ll form an active union to assure the world’s 
invaluable resources are conserved.
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