
PIPELINE MANIFOLD WITH FLOW SENSOR AND MOTORIZED EV
PIPELINE MANIFOLD

	j Motorized valve
	j Ball valve water inlet
	j Ball valve water outlet
	j No-return valve
	j Flow sensor
	j 3 injection points
	j Cross connection for conductivity and pH probe (Redox on request)

DescriptionModel
ACCESSORIES

MOTORIZED Electrovalve 3/4” 24VAC MOTORIZED Electrovalve 3/4” 24vac  ip54

MOTORIZED Electrovalve 3/4” MOTORIZED Electrovalve 3/4” 230vac  ip54

MOTORIZED Electrovalve 2” MOTORIZED Electrovalve 2” 230vac 

MOTORIZED Electrovalve 1-1/4” MOTORIZED Electrovalve 1-1/4” 230vac 

MOTORIZED Electrovalve 1-1/2” MOTORIZED Electrovalve 1-1/2” 230vac  ip54

MOTORIZED Electrovalve 1” 24VAC MOTORIZED Electrovalve 1” 24vac ip54

MOTORIZED Electrovalve 1” MOTORIZED Electrovalve 1” 230vac  ip54

SF/BNC Sf/bnc flow sensor 1m x manifold

SF/BNC Sf/bnc flow sensor 2m x manifold

SF/2F Sf/2f flow sensor 1m x manifold controller

SF/2F Sf/2f flow sensor 2m x manifold controller

Model HoseDescription

MANIFOLD/TUBI/EV 3/4” 3/4”Pipeline Manifold 2 points 230vac ecdc

MANIFOLD/TUBI/EV 3/4” 3/4”Pipeline Manifold 2 points 230vac ecdind

MANIFOLD/TUBI/EV 2” 2Pipeline Manifold 2 points 230vac ecdind

MANIFOLD/TUBI/EV 1-1/4” 1 1/4”Pipeline Manifold 2 points 230vac ecdcc

MANIFOLD/TUBI/EV 1-1/4” 1 1/4”Pipeline Manifold 2 points 230vac ecdind

MANIFOLD/TUBI/EV 1-1/2” 1 1/2”Pipeline Manifold 2 points 230vac ecdind

MANIFOLD/TUBI/EV 1” 1Pipeline Manifold 2 points 230vac ecdind

MANIFOLD/TUBI/EV 1” 1Pipeline Manifold 2 points 230vac ecdc

The pipeline manifold is a hydraulic circuit placed on a panel that standardizes the 
installation in order to reduce learning, execution and related errors. Therefore, it 
simplifies and improves the quality of the system to be implemented with a clear 
reduction in installation costs, due to the individual on-site design with the consequent 
search for the materials to be used.

Furthermore, the standardized installation homogenises the various systems, 
facilitating the learning and execution of maintenance.



SINTESI

Scheda Tecnica 48.0 - 13

VALVOLE A SFERA MOTORIZZATE

COMPARATO NELLO SRL

4

AZIENDA CERTIFICATA UNI EN ISO 9001: 2008

DIMENSIONI D’INGOMBRO SERVOCOMANDO

DISTANZIALI
Il servocomando SINTESI può essere munito di distanziali per consentire la coibentazione della valvola
e per isolare il servocomando dalla conduzione termica proveniente dal corpo valvola. I distanziali ne consentono
quindi un impiego con condizioni particolari di temperatura, quali ad esempio impianti di refrigerazione con glicole,
impianti con fluidi caldi e freddi, in generale.

Negli impianti solari termici può essere inserita la valvola motoriz-
zata SINTESI attacco ISO 5211, con distanziale ISO.

Questo prodotto consente la circolazione di acqua ad elevate tem-
perature (max 160°C), che spesso vengono raggiunte negli impian-
ti idraulici di tipo solare.

È inoltre disponibile un modello di distanziale che, oltre alle funzioni di isolamento e coibentazione, permette l’abbinamento del servocomando
SINTESi a corpi valvola attacco ISO 5211 F03 e F05.

F03 9
F05 11

Attacco ISO L

Tale distanziale è inoltre necessario nell’uti-
lizzo di corpi con ATTACCO RAPIDO per
impianti SOLARI TERMICI con temperatura
massima sino a 160°C (radice codice SC...).

DIMENSIONS

DN ø TANG ø VALVE BODY A B C D E

15 1/2” 3/4” 111 94 17 63 118

20 3/4” 1” 120 100 20 67 128

25 1” 1”1/4 126 103 23 77 147

DIMENSIONS / HOSES

DIMENSIONS OF MOTORIZED ELECTROVALVE (MM)
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DIMENSIONS WITH CONTROLLER (MM)
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