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FEATURES
• Level switch (double level probes available)
• Foot valve and foot filter
• Adjustable height
• 1 1/2” pipe fitting
• PVC or PVDF (LASP6) body
• Output (1/2” fitting)
• Up to 2 suction input available
• Lasp4 available also for tank installation

SPECIFICATIONS

Model LASP4     V   040   3  1    Z  0  3,5     0 

O-RING

V FKM B 

D Ethylene Propylene

FITTING AND HOSE

3 1/2” and 4x6

4
1/2” and 

6x8 / 8x12

A 1/2” and 8x10

INPUTS
(suction)

1 1

2 2

LEVEL - CONTACT - CONNECTOR

0 Level - N.O. contact - BNC

1 Level - N.O. contact - without BNC

4 without level

5 2 levels at 20cm* - BNC

7 2 levels at 20cm* - without BNC

8 2 levels at 10cm* - without BNC

* Specify on order the distance between 2 
levels.

FILTER

0 EMEC filter (LASP3)

1 ILMAP filter (LASP1)

MODELS

LASP4 LASP4 - For pumps up to 10l/h. Fittings 1/2”

LASP5 LASP5 - For pumps from 10 to 140 l/h. Fittings 1/2”

LASP6 LASP6 - PVDF suction lance. For pumps up to 10l/h. Fittings 1/2”.

LENGTH cm

040 40

063 63

075 75

095 95

108 108

122 122
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  Progettato da:   Controllato da:   Data:

 Edizione Foglio
1 / 1 

LASP4 - LASP5 - LASP6 X CNTPD50
LASP4_LASP5_LASP6_CNTPD50

 
M. Formichetti

 
M. Formichetti

 
21/06/2019

 
00

Toll. Gen.
±0.05

  Peso Lordo:    Peso Netto:

  Materiale:  
 

LASP4-LASP5-LASP6 40CM X CNTPD50
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LASP4 - LASP5 - LASP6 X CNTPD50
LASP4_LASP5_LASP6_CNTPD50

 
M. Formichetti

 
M. Formichetti

 
21/06/2019
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Toll. Gen.
±0.05

  Peso Lordo:    Peso Netto:

  Materiale:  
 

LASP4-LASP5-LASP6 40CM X CNTPD50
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  Progettato da:   Controllato da:   Data:
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LASP4 - LASP5 - LASP6 X CNTPD50
LASP4_LASP5_LASP6_CNTPD50

 
M. Formichetti

 
M. Formichetti

 
21/06/2019

 
00

Toll. Gen.
±0.05

  Peso Lordo:    Peso Netto:

  Materiale:  
 

LASP4-LASP5-LASP6 40CM X CNTPD50
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DIMENSIONS

OPERATING LENGHT TANK VOLUME

40 cm 50 lt (mod. CNT PD 50)

63 cm 120 lt (mod. CNT PD 120)

75 cm 250 lt (mod. CNT PD 250)

108 cm 500 lt (mod. CNT PD 500)

122 cm 1000 lt (mod. CNT PD 1000)
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Progettato da Controllato da Modificato da, il Data

Edizione Foglio
/Assieme_lasp5_pd50

Massimo_F  09/09/2011
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Toll.
Gen.
0.05Materiale:

LASP5 per contenitori
50 - 120 - 250 - 500 litri
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Progettato da Controllato da Modificato da, il Data

Edizione Foglio
/Assieme_lasp4_pd50

Massimo_F  04/10/2011
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Toll. Gen.
0.05

Materiale:

LASP4 per  contenitori 
50 - 120 - 250 - 500 litri
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B

34.00

G 1 1/2

62.80
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A B
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630 740
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1080 1190

1220 1330

LASP6
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A B
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 Progettato da:  Controllato da:  Data:

Edizione Foglio
1 / 1 

LASP6 108CM X CNT PD 500
LASP6V10842ZA03,5000_3D

Massimo_F Massimo_F 15/01/2018

00

Toll. Gen.
±0.05

 Peso Lordo:    Peso Netto:

 Materiale:
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LASP4 tank version


